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E3000 Cash Drawer Specifications:

(M–43–166) 

Dimensions:    (W x D x H, with feet) 
     446 x 410 x 109 mm 
     17.5 x 16.1 x 4.2 inches

Style:    Powder coated case and drawer front
 
Colour:    European Grey, Black, and Beige

Connectivity:     Plug-in cable connects to receipt printers   
         and POS systems (subject to validation).
     USB variant is also available.

Durability:    Tested to last beyond 4M operations

Security:    Function standard key Cam-lock type  
     release open, operate with POS, lock closed

The APG E3000 cash drawer is a high capacity cash 
drawer built to support heavy coin loads and fits  
common cash wrap footprints.

Ergonomically Friendly
Ergonomic design with generously sized note         
compartments and note riffle feature helps to         
make change faster.

Media Slots/Postings 
Two 120 mm (4.7 inches) wide media slots post into a 
generous 12 mm deep under till insert media space.

INSTALL IT. FORGET IT.

Till Options 
Weighable coin cup accessory kit makes coin counting easy. 
The 8 coin 5 note till insert accepts Euro, Sterling, Canadian,  
Australian, New Zealand, and Singapore dollars, Swedish 
Kronor,  and South African Rand currencies and is exchange-
able with some common till footprints. Other till options 
are also available.

Cash Drawer Safety Tilt Feature 
Single M5 threaded insert provided for safe attachment of 
cash drawer to counter top (M5 screw hole is available – 
depends upon counter top type).

E3000 Cash Drawer 
Designed for retailers and built to last 
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8 Coin, 5 Note Till InsertThree Function Cam-Lock

Warranty:    One year warranty

Environment:   Operating +0˚C to + 40˚ C 
     Non-operating storage/shipping
     -30˚ C to +50˚ C 

Solenoid:         12 - 24 volt dual voltage solenoid

Key 
Options:       Keyed alike or random (200 key codes)

Regulatory
Compliance:      This cash drawer carries the CE and WEEE logo  
     and conforms the EU directive 2002/95/EC  
     Restriction of Hazardous Substances (RoHS) 
    

Anti-Tilting Safety Feature


